
 

 

 
 
 

KF típusú gázszűrők 
KF type Gas Filters 
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HEAT- GÁZGÉP Kft. 

Feladatuk: 
 
A gázszűrők feladata az áramló gázban lévő 
mechanikai szennyeződések leválasztása. 
Alkalmazásukkal elősegíthető a 
nyomásszabályozók, gázmérők, gázégők, 
mágnes szelepek, kompresszorok stb. hosszú 
élettartamú működése. 
 
 
 
A szűrőkön a gáz egyenes irányban 
(hossztengelyirányban) áramlik át. 
 
Jellemzőik: 
 
A szűrőbetétek öntött alumíniumból készült 
házban vannak beszerelve. A szűrők 
megnevezésében lévő szám a szűrők be- és 
kilépő átmérőinek névleges értékére utal. 
 
Az alaptípuson kívül, további szűrési finomságú 
betétekkel is szállítható a 
szűrő. Ezt a „ / „ 
választókarakter és az 
utána álló betű definiálja. 
pl. KF-40/F: finomszűrő 

Task: 
 
The task of the gas filter is to separate the 
mechanical pollutions, which are in the gas 
flow. Their application is important, where 
essential accessories are built in after the gas 
filter and their life time and reliability is an 
important expectation. (e.g. compressor, gas 
meters, magnetic valve and gas pressure 
regulator) 
 
The gas flows in straight direction, trough the 
filters (along longitudinal axis). 
 
General features: 
 
The filter inlets are in cast aluminum body. The 
number shows the nominal inlet and outlet 
diameters of the filters. 
 
 
In addition to the basic type we can offer futher 

cartridges with different 
grade of filtration. This 
will be defined by  “ / “ 
sign and an alphabetic 
character afterword. For 
example KF-40/F: fine 
filter 
 
 

 
 
 
 
 
 
 
 
 
Típusok / Méretek: 
Types / Dimensions: 
 

Típus KF-40 KF-50 KF-65 KF-80 KF-100 
Max. üzemi nyomás             
Max. operating pressure  (bar) 10 10 6 6 6 

Csatlakozási méret   
Overall dimensions (DN) 40 50 65 80 100 

A (mm) 200 228 290 310 350 
B (mm) 75 87,5 93 100 110 
C (mm) 100 97 87 133 108 
D (mm) 142 170 225 270 270 

 



 
 
 
 

3 

HEAT- GÁZGÉP Kft. 

 
Műszaki adatok:  
 
Közeghőmérséklet:    0 °C  + 50 °C 

Környezeti hőmérséklet:  -20 °C  + 80 °C 

Szűrt közeg:  
földgáz, vagy egyéb nem agresszív gáz, amely 
az üzemi tartományban nem kondenzálódik.  

Szűrőbetét:   
Alaptípus: 
T3/2905 és FE2570 jelzésű polipropilén 
(VILEDON gyártmánytípus), Zn bevonatos 
dróthálóval 
/ F: finomszűrő, AUTOTRIEB gyártmányú 
942-es jelzésű szűrőpapír 

Beépítési helyzet:  
tetszőleges azzal a feltétellel, hogy a 
szűrőbetétre lerakódó szennyeződés ne hulljon 
vissza a belépő csonkra. Az áramlás irányát a 
házon elhelyezett nyíl jelzi. 

Ház és fedél anyaga:   
Kö-AlSi10Mg (MSZ 3713, DIN 1725/2) 

Szűrt szemcseméret:  
Alaptípus:  ≥ 50 μm 
/ F:   ≥ 5   μm 
 
 
Kezelés, karbantartás:  
A gázszűrő felügyelet nélkül üzemeltethető. Az 
üzembiztos és biztonságos működés 
érdekében a gázszűrőn a nyomásesést 
rendszeresen ellenőrizni kell. A szűrőbetétet 
még nem rongáló nyomáskülönbség értéke 100 
mbar. A szűrőbetéten keletkező 
nyomáskülönbséget a szűrők házain kialakított 
G1/4” (szállítási állapotban záró csavarral 
lezárt) furatokba szerelt nyomásmérőkkel lehet 
mérni. Az eltömődött betét cseréjén kívül a 
szűrő kezelést, karbantartást nem igényel.  
 
Szerviz:  
Az országos márkaszerviz hálózatunk az 
üzemeltetők rendelkezésére áll.  
Központ: 8800 Nagykanizsa, Erdész u. 28., Tel: 
30/216-5810. 
 

 
Technical features: 
 
Medium temperature:   0 °C + 50 °C 

Ambient temperature:  -20 °C + 80 °C 

Filtered medium: 
Natural gas or other non-aggressive gas, which 
can not condense in operation 

Filter inlet:  
Basic type: 
T3/2905 and FE2570 marked polypropylene 
(VILEDON product type), Zn coated wire 
netting 
/ F: fine filter, filterpaper product AUTOTRIEB, 
marking 942 

Layout position:  
arbitrary, on that condition that the pollutions 
cannot fall back into the inlet port. Flow 
direction is signed by arrow on the body. 
 

Material of the body and the cap:  
Kö-AlSi10Mg (MSZ 3713, DIN 1725/2) 

Filtered grain size:  
Basic type:  ≥ 50 μm 
/ F:   ≥ 5   μm 
 
 
Treatment, maintenance: 
It can run without inspection. In the interest of 
safety running the pressure difference is to be 
checked regularly. 
Not devastating filter pressure difference value 
is 100 mbar. The pressure difference on the 
filter cartridge can be measured with the 
manometers installed into G1/4” bores on the 
body.(during transportation, they are in closed 
condition)The filter does not need any kind of 
special treatment and maintenance but the 
cleaning of the clogged filter.  
 
Service: 
Our national service network is available for the 
customers.  
Head office: 8800 Nagykanizsa, Erdész Str. 28. 
Tel: + 36 30/216-5810 

  
 

HEAT- GÁZGÉP Kft.   
H-8800 Nagykanizsa, Erdész u. 28  
Tel: +36 93 537 140, Fax: +36 93 537 142  
gazgep@gazgep.hu, www.gazgep.hu K
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